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MOBILE YARD RAMPS
Rampmaster’s light weight Aluminum Mobile Yardramp permits
the loading and unloading of trailers and railcars, with a propane
operated fork lift, in areas where normal docking facilities are not
available. The yardramp can be easily moved on either pneumatic
or solid cushion tires. Yardramp capacities range from 11,000 to
24,000 lbs; the standard operating width is 63" or 74". A railcar
platform is recommended for use with railcars.

SWIVEL HEAD TOWING CLAMP for moving the
ramp utilizing end of fork of a fork lift truck
and tightening clamp screw.

UNDERSTRUCTURE consists of a rigid double
channel box section aluminum frame carrying
six wheels and is hydraulically lifted.

IN THIS PICTURE a 30ft Mobile Yardramp is
attached to a 10ft x 10ft steel platform making
unloading of the railcar easier. The platform is
also manufactured by Rampmaster and is a
quoted item.

SPECIFICATIONS
ALUMINUM SUPERSTRUCTURE & GRATING

ALUMINUM SUPERSTRUCTURE & STEEL GRATING

MODEL LOAD CAP. LBS WIDTH INSIDE INCHES OUTSIDE LENGTH FEET WEIGHT
AMY-S-11-63-36L 11,000 63 73 36 3,690
AMY-S-11-74-36L 11,000 74 84 36 4,104
AMY-S-16-63-30 16,000 63 73 30 3,290
AMY-S-16-63-36L 16,000 63 73 36 3,810
AMY-S-16-74-36L 16,000 74 84 36 4,224
AMY-S-20-63-30 20,000 63 73 30 3,430
AMY-S-20-63-36L 20,000 63 73 36 4,075
AMY-S-20-74-36L 20,000 74 84 36 4,489
AMY-S-24-63-36L 24,000 63 73 36 4,260
AMY-S-24-74-36L 24,000 74 84 36 4,674

FEATURES
HYDRAULIC HAND PUMP
Used to raise the front end of the ramp
from 38" to 61". The pump is on the 
side behind a hinged door, with a pocket
for storing the handle, and an easily
accessible release valve

SWIVEL HEAD TOWING CLAMP
For moving the ramp by inserting a fork
lift blade.

ROUNDED CURBS
To save wear on fork lift tires.

SERRATED OPEN GRATING
For positive traction in all weather.

ALUMINUM TREADPLATE LEAD ON SECTION
The lead on section is 3 feet long and
either 63 or 74 inches wide depending 
on model constructed of 1/2 inch 6061 
T-6 aluminum.

TWO 8' SAFETY CHAINS
One on either side of the top end, to
secure the ramp to the vehicle or dock
while in use.

PNEUMATIC OR SOLID CUSHION TIRES
Each yardramp either has 6 pneumatic
tires or 4 solid cushion tires.

HYDRAULIC HAND PUMP is located on the side of
ramp. It raises the top of ramp from 38” to 61”

MODEL LOAD CAP. LBS WIDTH INSIDE INCHES OUTSIDE LENGTH FEET WEIGHT
AMY-A-11-63-36L 11,000 63 73 36 2,840
AMY-A-11-74-36L 11,000 74 84 36 3,072
AMY-A-16-63-30 16,000 63 73 30 2,590
AMY-A-16-63-36L 16,000 63 73 36 2,960
AMY-A-16-74-36L 16,000 74 84 36 3,192
AMY-A-20-63-30 20,000 63 73 30 2,730
AMY-A-20-63-36L 20,000 63 73 36 3,195
AMY-A-20-74-36L 20,000 74 84 36 3,427
AMY-A-24-63-36L 24,000 63 73 36 3,390
AMY-A-24-74-36L 24,000 74 84 36 3,622
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STATIONARY STEEL
YARD RAMPS
Rampmaster’s Stationary Steel Yard Ramp will eliminate those
difficult and time consuming shipping and receiving problems.
Ideal for those companies that do not have docking facilities or
just need additional space. Easy to install, they can be moved to
another location when necessary.

Ramps are available in various lengths, widths, and capacities.
The lead-on section of the ramp is steel treadplate, the main deck
is all-weather open serrated steel grating. All ramps are custom
made to your specifications with all surfaces painted to reduce
rust and to give your ramp a pleasant appearance.

THE STATIONARY STEEL YARDRAMP comes with 
a six foot level off section allowing a forklift to
level out before entering the truck and picking
up the pallet.

PICTURED ABOVE is the edge of dock in the
down position and the six foot the level off
section enabling a forklift to enter a truck 
with the forks parallel to the floor.

STATIONARY STEEL YARDRAMPS ARE 
NOT RECOMMENDED FOR USE WITH 
ELECTRIC FORKLIFTS.
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THE OPTIONAL EDGE-OF-DOCK FEATURE bridges 
the transition from the ramp into the truck. 
A mechanical torsion spring lift assist allows
operation by one person. The bridge permits
access to trucks 3” - 4” higher or lower than the
ramp and comes complete with bumper blocks.
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STATIONARY STEEL RAMP
Rampmaster's stationary steel ramp allows the customer to
convert one or more receiving doors to a" drive in style" door. The
customer now has an option of bringing forklifts down to ground
level or bringing vehicles into the warehouse. This style ramp also
avoids the construction costs of digging, the placement of
concrete foundations, and is worry free regarding drainage around
the building.

Rampmaster's standard ramp is 30 feet long, this works with a
normal dock height of 48 inches. The purpose of the ramp being
30 feet is so that it will have about a 12.9 % grade or be about
7.4 degrees this angle will make it easy for a forklift with a load
to make the grade. The width of a ramp may vary but usually
depends on application.

All ramps have a two inch thick steel serrated deck. The ramp
comes fully painted. The lead on section and the apron at the top
of the ramp are made from steel treadplate. All ramps are made
to order and can include delivery and installation within the
greater Toronto area.

STATIONARY STEEL 
RAMPS ARE NOT 
RECOMMENDED FOR USE
WITH ELECTRIC FORKLIFTS.

PICTURED ABOVE model SSR12-96-30 –
12000 lb capacity, 96 inches wide and
30 feet long.

A PAIR OF Rampmaster ramps with a normal
door in between.

PICTURE SHOWING apron at top of ramp with
8.5 degree bend.
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